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CONSTRUCTION DETAILS _ actf
‘ ko ADJUST EMSTNG MAMDHOLE TO GRADE ONCE PROPOSED SIDEWALK IS ISTALLED. 8 |
| S UL EMSTING CABLE OUT AND RE-FEEDI = | {(//
2 WSTALL 2 ELECTRICAL CONDUIT (SCHEDULE 80) - TRENCHED. INSTALL CONDUT PRIOR TO <§I | ’/
~ MSTALLATION OF SIDEWALK WHERE APPLICABLE. = } I
|
EXSTING CONRLIY. / ” CONSTRUCT WANDICAP
| WERE o IS SHOWN, OR

§, USE EXISTING SIGNAL POLE AND SPAN TO RUN TELEMETRY BACK TO CABINET.

6. REPLACE LOOP LEAD-M FOR EXISTING PRESENCE DETECTOR.

T. REMOVE AND DISPOSE OF EXISTING HANDHOLE. INSTALL NEW HANDWOLE IN NEW LOCATION PRIOR TO POURING

S NETALL NEW LOOP LEAD-IN FOR EXISTING LOOP DETECTOR.
. T NEW 2° ELECTRICAL CONDUIT TO EXISTING CONDUIT.

10, USE EXISTING BASE-MOUNTED CABINET TO RUN NEW 12-PAIR TELEMETRY CABLE. ‘ I
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]' l CHEF, TRIFFIC ENCMEERING DESIDN DIVISION
A. REPLACE TELEMETRY AND HANDHOLES .
DUE TO GEOMETRIC IMPROVEMENTS. LE
9/98
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